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Assembly Torque Recommendations	

	 	 STEEL	 	 	
	SAE PORT	 SAE PORT	 ASSEMBLY	 TORQUE	
	 SIZE	 THREAD SIZE	 IN. LBS	 FT. LBS
	 2	 5/16–24	 65-70	 7–8
	 3	 3/8–24	 130-140	 14–15
	 4	 7/16–20	 170-180	 18–19
	 5	 1/2–20	 260-275	 22–23
	 6	 9/16–18	 320-340	 27–29
	 8	 3/4–16	 500-525	 42–44
	 10	 7/8–14	 720-750	 60–63
	 12	 1 1/6–12	 960-1110	 80–85
	 14	 1 3/16–12	 1260-1335	 106–112
	 16	 1 5/16–12	 1380-1455	 115–121
	 20	 1 5/8–12	 2700-2850	 225–237
	 24	 1 7/8–12	 3000-3150	 250–262
	 32	 2 1/2–12	 3900-4100	 325–340

	 	 STEEL	 	 	
	SAE PORT	 SAE PORT	 ASSEMBLY	 TORQUE 	
	 SIZE	 THREAD SIZE	 IN. LBS	 FT. LBS 
	 2	 5/16–24	 90–95	 7–8
	 3	 3/8–24	 170–180	 14–15
	 4	 7/16–20	 220–235	 18–19
	 5	 1/2–20	 260–275	 22–23
	 6	 9/16–18	 320–340	 27–29
	 8	 3/4–16	 570–595	 42–44
	 10	 7/8–14	 1060–1110	 90–95
	 12	 1 1/6–12	 1300–1350	 110–115
	 14	 1 3/16–12	 1750–1825	 145–151
	 16	 1 5/16–12	 1920–1945	 160–166
	 20	 1 5/8–12	 2700–2850	 225–237
	 24	 1 7/8–12	 3000–3150	 250–262
	 32	 2 1/2–12	 3900–4100	 325–340

	 PIPE THREAD	 STEEL	
	 NPT	 T.F.F.T.
	 1/8–27	 2–3
 	 1/4–18	 2–3
	 3/8–18	 2–3
	 1/2–14	 2–3
	 3/4–14	 2–3
	 1–11 1/2	 1.5–2.5
	 1 1/4–11 1/2	 1.5–2.5
	 1 1/2 – 11 1/2	 1.5–2.5
	 2 – 11 1/2	 1.5–2.5

	 	 STEEL	 HOLLOW	 HEX	 HEX	 HEAD	
	 SAE PORT	 SAE PORT	 ASSEMBLY	 TORQUE	 ASSEMBLY	 TORQUE	
	 SIZE	 THREAD SIZE	 IN. LBS	 FT. LBS	 IN. LBS	 FT. LBS
	 2	 5/16–24	 35–40	 3–3.5	 90–95	 7–8
	 3	 3/8–24	 60–65	 5–5,.5	 170–180	 14–15
	 4	 7/16–20	 135–145	 11–12	 220–235	 18–19
	 5	 1/2–20	 180–190	 15–16	 260–275	 22–23
	 6	 9/16–18	 220–230	 18–19	 320–340	 27–29
	 8	 3/4–16	 550–570	 46–48	 570–595	 42–44
	 10	 7/8–14	 900–950	 75–80	 1060–1110	 90–95
	 12	 1 1/6–12	 1020–1070	 85–90	 1300–1350	 110–115
	 14	 1 3/16–12	 1550–1625	 130–136	 1750–1825	 145–151
	 16	 1 5/16–12	 1600–1675	 135–141	 1920–1945	 160–166
	 20	 1 5/8–12	 2700–2850	 225–237	 2700–2850	 225–237
	 24	 1 7/8–12	 3000–3150	 250–262	 3000–3150	 250–262
	 32	 2 1/2–12	 3900–4100	 325–340	 3900–4100	 325–340

Port end assembly torques for SAE Straight Thread O–ring 
Non–Adjustable Fittings lubricated) Use upper limits for Stainless Steel		
			 

SAE Straight Thread  
Adjustable Fitting

Sae Straight Thread  
Non–Adjustable Fitting	

SAE Straight Thread  O Ring Plugs	

Port assembly torques for Straight Thread O–ring Plugs lubricated)	
Use upper limits for Stainless Steel	

Pipe Thread Assembly   
Turns From Finger Tight

Assembly Turns From Finger Tight (T.F.F.T.) Value 
For Steel, Stainless Steel, Brass Pipe Threads


